
Matte white fabric, 4-side black masking border

120" (16:9)
SCREEN SIZE

160°
VIEWING ANGLE

1.0
GAIN

Viewing area (W x H) 2.65 x 1.49 m

Installation Wall or ceiling

Control RF remote, manual keypad

Maintenance Wipeable surface

CE / UKCA / RoHS Certified AS/NZS Safety Report

Silent Tubular Motor

Diagonal / ratio 120", 16:9

Viewing area (W
x H)

2.65 x 1.49 m

Masking
borders

Top 6cm,
bottom 4cm,
sides 4cm

Case dimension 280.4 mm (11"),
square

Installation Wall mounted
or ceiling
mounted

Motor type Tubular motor,
repeated
drop/retract
rated

Optional motor Synchronized
motor, for
matched
multi-screen
drop timing

Control RF remote and
hardwired
manual
keypad

Viewing angle 160°

Gain 1.0

Screen material Matte white
PVC-coated
fabric

Optional
material

Fiberglass-
backed matte
white fabric

Case material Steel, white
finish, square
profile

Maintenance Wipeable /
cleanable
surface

Certifications CE, UKCA, RoHS,
AS/NZS safety
report

Roller case 280.4 mm steel
case, houses
fabric and
motor when
retracted

Control
hardware

RF remote
receiver and
wall keypad
switch

Mounting
brackets

Integrated into
roller case, wall
or ceiling fixing

Packaging Boxed,
branded retail
carton

Mounting Solutions
VSPS120-M Datasheet
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VSPS120-M
Tubular-Motor Electric Projection Screen

120" diagonal, 16:9
P R O D U C T  D A T A S H E E T

CONTROL & CASE DETAIL

DIMENSIONS & MOUNTING ADJUSTMENT & MOTION

MATERIAL &
CONSTRUCTION

INCLUDED HARDWARE


